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Abstract 

The recon data of Hurricane Lane, similar to the likes of several other systems like Hurricane 

Dorian of 2019, Hurricane Felix of 2007, and Hurricane Matthew of 2016, shows a large 

discrepancy between flight level wind data and SFMRs. This large discrepancy has caused 

uncertainty over Lane’s peak intensity. In an attempt to capture Lane’s peak intensity, the author 

of this analysis has created a vertical wind profile using dropsondes that would suggest a flight 

level to surface conversion of x0.97, higher than the original x0.9 from Franklin’s original study. 

The author has also analyzed flight level wind data, SFMR data, other dropsonde data, 

microwave imagery, and satellite imagery for results that would support a 145kt MSW and 

926hPa MSLP. The results of this analysis can be used to determine the true reliability of 

instruments like SFMR and dropsondes in a comprehensive analysis. Furthermore, the results of 

this analysis can be used to determine potential weak points in a tropical cyclone’s structure that 

could cause recon to pick up lower values than in other areas despite slow movement, and how 

abrupt changes in satellite appearance can be used to infer a more or less dramatic weakening 

cycle, via satellite imagery analysis. Finally, the results of this analysis can be used to infer how 

certain features a tropical cyclone exhibits can affect recon data output. 

 

Keywords: Hurricane Lane, discrepancy, recon, SFMR, dropsondes, microwave, satellite, flight 

level, vertical wind profile 
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Peak Recon Data, and Microwave Analysis 

 

 

Vertical Wind Profile Analysis 

During the peak mission, recon flew at the 740-760hPa level. Dropsonde vertical wind 

profile research (Franklin et al. 2002) allowed an empirical flight level to surface profile to be 

created from Guillermo and Erika in 1997, Bonnie, Danielle, Georges, Mitch, Lester, and 

Madeline in 1998, and Bret, Dennis, Floyd, Gert, Irene, Jose, Lenny, Dora, and Eugene in 1999. 

Furthermore, this allowed for the creation of standardized conversions for the 700hPa, 850hPa, 

925hPa, and 1000ft flight levels that are used operationally by the National Hurricane Center. 

This is all shown below: 
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Figures 1 & 2: The accepted standardized flight level/surface conversion factors also used 

operationally by the National Hurricane Center, and mean vertical wind profile resulting from 

the vertical wind profiles of 17 recon-observed tropical cyclones. 

 

Due to winds at the 740hPa level having no standardized conversion, the mean wind 

profile must be used. Using a factor of 0.91 for an eyewall observed wind, divided by 1.05 on the 

eyewall trend line for a height of ~2280 meters (0.91/1.05) achieves a 740hPa to surface 

conversion of x0.86. However, with accurate and a reasonable amount of dropsondes available 

throughout Lane’s observed period (August 21 & 22 2100-1000 UTC), and the mean profile’s 

empirical nature, the author has replicated the study and made his own vertical wind profile. 

 

 

The vertical wind profile for Lane was constructed with 7 eyewall dropsonde containing 

210 datapoints, across missions 9, 11 & 12. All dropsondes met the criteria of recording a 

surface minimum pressure ≤ 960hPa, all gusts ≥ 100kt, and no influence from transient features 

such as mesovortices. All data was obtained from Tropical Atlantic’s recon archive. The 

constructed profile is shown on the next page: 
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Figure 3: A constructed vertical wind profile consisting of 210 datapoints from 9 eyewall 

dropsondes, all meeting requirements. 

 

 

Something that can be noticed with the dataset, is the boundary layer top height, shown 

using a trend line below: 

 

Figure 4: A trend line plotted which averages the profile data on a curve. The line was 

constructed using an x=ab^y-cd^y+f equation on the Desmos regression calculator. 

 

Using the data points and trend suggests a maximum boundary layer height of ~40hPa 

above surface, or ~400 geopotential meters. Boundary layer maximum height is usually found to 
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be 50hPa or 500 geopotential meters. However, nothing else seems to stand out about the data so 

far. 

 

The gust data will now be set against the maximum 740-760hPa flight level winds at the 

time of each drop to achieve a multiplier, shown on the next page on the thoroughly smoothed 

profile: 

 

 

Figure 5: Dropsonde gusts set against 740-760hPa winds with its trend. 

 

There is something noticeable about the dataset again now that it is set against the 

740hPa winds. Winds at the top of the boundary layer are ~1.02 times stronger than the winds at 

the 740hPa level. According to Franklin’s study, this is unexpected. Winds in Franklin’s study 

have been shown on several profiles to be weaker than what Lane exhibited. Unfortunately, this 

phenomenon goes without explanation. 

Something else noticeable, are the jagged two additional peaks shown on the profile. These 

peaks could be the result of data noise, as some data could not be smoothed out to fix it. 
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To figure out the new 740hPa to surface conversion, the trend needs to be traced to its 

GPM at the time (2280 GPM) of the peak pass. And afterwards, the traced multiplier will divide 

the surface multiplier of 0.88. 

 

The final conversion value achieved from the vertical wind profile, after dividing 0.88 by 

the 0.91 derived from the trend (0.88/0.91), is x0.97 for the 740hPa level, after considering that a 

slight majority (6/9) of the dropsondes were inbound, which would lower possibilities of the 

conversion ratio being skewed downward or upward. There could be a varying uncertainty range 

with the still slightly sparse dataset, but that will be addressed later in the analysis. 

 

Flight Level Data Analysis 

During Lane’s peak at around 0400 UTC, recon found strong flight level winds at 740-

760hPa, in the northwest and eastern portions of the eyewall. The flight level winds that will be 

presented below and on the next page are from the Atlantic Oceanographic & Meteorological 

Laboratory’s Hurricane Research Division:          

 

 

Figure 6 & 7: Flight level winds during 0351 UTC in the northwest portion of the eyewall, and 

flight level winds during 0355 UTC in the eastern portion of the eyewall. 

 

At 035109 UTC in the northwest portion of the eyewall, recon recorded a maximum wind 

of 78.6 meters per second, or 152.8kts. However, this is one second data. For winds to be 

countable as representative of a storm’s 1-min intensity, a 10 second average must be taken. 
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Averaging the values in the dataset achieves a 10 second average of 75.1 meters per second, or 

146.0kts. Taking an average of the radar altitude values gets a mean height of 2282 meters. 

Using this height on the vertical wind profile gets a surface conversion of x0.97. Applying the 

conversion to the 146kt 10 second average gets a surface value of 141.6kts. Without considering 

anything outside of the flight level data and vertical wind profile results, this would support a 

140kt intensity at Lane’s peak. 

 

At 035548 UTC in the eastern portion of the eyewall, recon recorded a maximum wind of 

75.0 meters per second, or 145.8kts. However, once again this is one second data. A 10 second 

average must be taken from the available data. Averaging the values in the dataset gets a 10 

second average of 74.0 meters per second, or 143.9kts. Taking an average of the radar altitude 

values gets a mean height of 2036 meters. Using this height on the vertical wind profile gets a 

surface conversion of x0.96. Applying the conversion to the 143.9kt 10 second average gets a 

surface value of 138.1kts. 

 

Something that stands out upon further inspection of flight level data, is how 

axisymmetric Lane’s wind structure seems to be. Based on the previous averaging of flight level 

winds in both the northwest and east eyewall sections, there is a small difference of 2.1kts 

between them, with the northwestern section being the stronger section. This would also make 

sense given the storm’s movement speed at 6kts due west during the time coupled with the winds 

not being directly to the north of the center, but northwest which should lower the kinetic boost 

such winds receive. Furthermore, this symmetry is also shown when plotting the flight level 

winds, as shown below: 
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Figure 8: Plotted flight level winds showing a near-axisymmetric wind structure in the eyewall. 

 

Upon further inspection of the plot, there seems to be two well-defined deformities in 

winds for both sections. This is due to recon suddenly hitting a stronger patch of updraft with 

velocities above 10-15 meters per second, which is exceptionally powerful to the point where it 

would cause turbulence that can briefly offset flight level winds. 

 

When converting the peak flight level winds using the vertical wind profile, there is also 

a 3.5kt difference between the northwest and east section. This would still show a symmetrical 

eyewall. However, it is not a direct measurement like flight level winds, so less emphasis can be 

placed on such. This will be referred to again later in the analysis. 

 

Returning to a point mentioned earlier in the analysis, there are some inherent issues with 

having a smaller dataset than what would be considered optimal. Therefore, a confidence interval 

must be determined. Using a 0.98/sqrt (dataset size) equation for 210 datapoints, yields a 95% 

confidence interval of 6.76%. This would apply to the 141.6kts and 138.1kts surface winds 

resulting from the vertical wind profile conversion multiplier, and would not apply to the 

conversion multiplier itself. Confidence rates and conversion results are in the following table: 
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Confidence Rates 

& 
Conversion Results 

“Low” 95% Initial 

Conversion 

“High” 95% 

Northwest 

Section 

132.0kts 141.6kts 151.2kts 

East Section 128.8kts 138.1kts 147.4kts 

 

Figure 9: A chart showing low- and high-end confidence rates for each recorded section of the 

eyewall, resulting from a less than optimal amount of datapoints. 

 

 

 

SFMR Data Analysis 

During Lane’s peak around 0400 UTC, SFMR began to record extreme values far 

stronger than the maximum flight level winds themselves and what they suggested at surface, 

instigating a cause for investigation. The data that will be displayed below is once again from the 

Atlantic Oceanic Meteorological Laboratory's Hurricane Reanalysis Division: 

 

 

 

Figure 10 & 11: SFMR winds during 0351 UTC in the northwest portion of the eyewall, and 

SFMR winds during 0355 UTC in the eastern portion of the eyewall. 

 

At 035135 UTC in the northwest section of the eyewall, SFMR estimated 154.7kt winds 

for two seconds, which marks a clear discrepancy between flight level winds and their 
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conversions, and SFMR winds. A 10 second average of the available data gets a 10 second wind 

of 153.8kts, which would still be remarkably higher than flight level winds and their 

conversions.  

 

Something that is noteworthy about the data, is that there seems to be little rain affecting 

it, with a maximum rain rate of 3.6 mm/hr. during the peak values, lowering the risk of direct 

contamination by higher rain rates. Without further inspection, these values would be considered 

accurate to Lane’s intensity. 

 

However, at 035533 UTC in the east section of the eyewall, SFMR estimated 128.5kt 

winds for three seconds, which is much lower in comparison to the flight level winds recorded at 

the time. A 10 second average of the available data gets a 10 second wind of 128.0kts. This data 

has a high rain rate at peak winds of 21.7 mm/hr. This rain rate is potentially enough to cause 

issues with the recorded data, thus making it less reliable without further review. 

 

Something that immediately makes this data suspect, is the large asymmetry in winds 

indicated by it, shown below: 

 

Figure 12: SFMR winds with flight level winds, indicative of a large asymmetry between the 

sections. 
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SFMR estimates compared to the flight level winds seem to be far less symmetrical, 

peaking at 154.7kts in the northwest section, while peaking at 128.5kts in the east section, while 

flight level winds peak at 152.8kts in the northwest section, and 145.8kts in the east section. 

Wind structure at the surface should still be symmetrical similarly to flight level winds, as higher 

precipitation indicated by SFMR should cause an easier mixdown of the same symmetrical flight 

level winds (also shown by the previous vertical wind profile) and the core structure’s symmetry 

also promotes a higher level of symmetry than shown by SFMRs, but this will be talked about 

further later in the analysis. Quadrant wind boosts from kinetic processes as the storm moves at 

6kts would not make such a difference either, as already shown by flight level winds. Regardless, 

lack of symmetry compared to actual flight level measurements is part of what makes the data 

suspect. 

 

One additional thing that can be noticed with the plot above, is that SFMR seems to peak 

later than flight level wind in the northwest section, and before the flight level wind in the east 

section. This is because Lane exhibited an extreme stadium effect, visible on satellite imagery, 

and to reconnaissance aircraft on Vortex Data Messages, shown below: 

 

Figure 13: Mission 11 Vortex Data Messages highlighting a stadium effect in the eye at Lane’s 

peak. 

 

A stadium effect would cause surface and flight level winds to peak at contrasting times, 

with surface winds being amplified by this effect, as stadium effects curve inward towards the 

hurricane’s center, which would cause higher altitudes to get into the storm’s radius of maximum 

wind earlier than surface. This would cause stronger than normal surface winds because a 

smaller radius of maximum wind at surface compared to at flight level would allow for 

conservation of angular momentum to boost winds through acceleration as the radius of 

maximum winds contract to surface. This could also partially explain the much lower rain rates 
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than expected, as a stadium effect would allow for less precipitation in its vicinity and as a result, 

cause less rain rates. One last thing that could have caused the lower rain rates, is the extreme 

updraft velocity sampled, which went above 15 meters per second at times. This could have 

cancelled out the downdraft motion caused by precipitation in the stadium, and caused less 

precipitation to occur. 

 

Another thing that makes the data suspect is the relationship between the temperature 

brightness spikes, and rain rates, plotted below: 

 

 

Figure 14: SFMR wind data plotted with temperature brightness and rain rates. 

 

This plot is showing a distinct correlation between rain rate spikes and temperature 

brightness signal. SFMR measures brightness temperature from sea roughness, then processes it 

with its several channels, along with taking air temperature, salinity, altitude, and SST to produce 

a wind speed and rain rate estimate. However, rain is still a problem for the algorithm, as it can 

mistake precipitation for warmer brightness temperatures resulting from ocean roughness. This 

can cause an inflation of the wind estimate it produces, causing inaccuracies. The first major 

temperature brightness spike in the data set as it enters the eyewall, is closely correlated with an 

extreme spike in rain rates at 100mm/hr. Furthermore, this spike could have caused issues for the 

data that followed, specifically the 140kt+ SFMRs as it inflated temperature brightness values, 

which should also inflate wind estimates. SFMR wind estimates peaked as likely inflated 
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brightness temperatures peaked, so it is unlikely that the algorithm accounted for this inflation, 

and this would aid in deeming the 150kt+ SFMRs less accurate to Lane’s intensity.  

 

In the east section of the eyewall, there is not as much of a rain spike as in the northwest 

section of the eyewall. As a result, there seems to be cooler temperature brightness signals with 

much less rain to inflate them. This helped result in the significantly weaker SFMR estimates of 

128.5kts and the large asymmetry between the northwest section of the eyewall and east section.  

In mid-2021, SFMR research aimed at trying to find a potential upward bias of SFMRs at 

higher intensities was successful, and found a varying upward bias associated with the 2014 

algorithm update by using new sonde data, and creating a new wind-induced emissivity curve 

shown on the next page: 

 

 

Figure 15: New quadratic emissivity curve from recent SFMR research confirming an upward 

bias in the current algorithm (2014). 

 

Due to biases above the 120-130kt threshold when juxtaposed to new and old WL150s, it 

is also highly likely that Lane was on the receiving end of this upward bias, and this would 

reduce the reliability of the SFMRs even more. Overall, SFMRs for Lane’s peak due to all the 

aforementioned reasons, should not be taken at face value, and should be used in junction with 

other reconnaissance data. 
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Dropsonde Analysis 

 

There were two eyewall dropsondes at the time of Lane’s peak. Unfortunately, due to the 

recording nature of sondes, where they must be positioned very well within the radius of 

maximum winds to get WL150s and MBL500s accurate to a system’s intensity, and the time 

they were dropped, they recorded weaker winds that were unrepresentative of Lane’s intensity, 

and therefore will not be used in this analysis outside of the previous vertical wind profile. 

 

Although there are no useful eyewall dropsondes to estimate winds from, there is a center 

dropsonde from the peak mission that recorded the minimum pressure of Lane, shown below: 

 

 

Figure 16: Dropsonde released in the eye of Lane at its peak, from mission 11, observation 7. 

 

The dropsonde recorded a pressure of 927hPa at surface. However, this is not the storm’s 

true central pressure. The 927hPa pressure was accompanied by a 13kt gust. A 13kt gust would 

signify that this was not in the exact center of the cyclone, and that the pressure was lower than 

what the dropsonde recorded. A brief guide for adjusting central pressure based on gusts is 

shown on the next page: 
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Figure 17: A guide on how many mb to adjust pressure down by based on recorded gust (Note: 

All pressures must be in the eye to work properly, as it is made for the even pressure gradience 

that occurs within the eye.) 

 

 

The conversion guide on the previous page would suggest a 1 hPa adjustment to the 

927hPa recording. This would arrive at a central pressure of 926hPa at Lane’s peak. 

 

 

 

Microwave Imagery & Recon Data 

Referring back to a statement made earlier in the analysis about Lane’s inner core 

symmetry, microwave imagery passed from SSMI/S at 0339 UTC, shown below: 
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Figure 18: SSMI/S pass at 0339 UTC revealing Lane’s inner core. 

 

The above microwave image shows a compact, symmetric core structure which would be 

typical of systems that are Lane’s strength, as their maturity allows for a more idealized lift 

process that allows little asymmetry in the inner core and CDO structure. This symmetry would 

further support the symmetric wind structure indicated by flight level winds and its conversions. 

However, there seems to be a slight bulge to the west. This could be ruled as something against 

its wind symmetry, as it immediately appears the northwest is much stronger. However, this is 

not due to storm-produced updraft asymmetries, but the westerly shear it was facing at the time. 

The westerly shear is apparent on the microwave imagery already with lack of any banding to the 

west, as any banding would naturally be suppressed. Another slight contributor of the lack of 

banding could be dry air to the north and west of the system, stabilizing the environment to its 

west and stymieing banding development. However, sea surface temperatures of 28-29C at the 

time would cause enough surface heat flux to generate banding to the west regardless of dry air. 

Therefore, it is most likely westerly shear. This westerly shear could have easily forced 

convective updrafts that would scatter ice far more on the west side, causing it to look far 

stronger when it is only slightly stronger than the east. Regardless, the storm’s axisymmetric 
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microwave conveys what the flight level winds convey, and is another valid argument to why 

SFMRs output is less trustworthy. 

 

Conclusion 

The final products of the flight level data and SFMR data analyses will be used in a 

geometric mean equation, with one being weighted more than the other due to uncertainty 

bounds. Previously in the analysis, using a 95% confidence interval equation based on dataset 

size for the vertical wind profile arrived at a 6.76% confidence interval. SFMR has a far lower 

certainty than the vertical wind profile’s 6.76% due to all the issues pointed out with how it 

operated in Lane. As a result, the SFMR data is objectively more uncertain while the vertical 

wind profile is more certain, and the winds resulting from the conversion achieved from the 

vertical wind profile will be double weighted in the equation shown below: 

 

Figure 19: The double weighted surface winds from flight level conversions and peak 10 second 

average of SFMR winds in a geometric mean equation. 

 

The results of the equation on the previous page yields a 145.6kt intensity for Lane’s 

peak intensity, which rounds down to 145kts. The pressure of 927hPa adjusted downward by 

1hPa to 926hPa will also be used in this estimate as it is completely accurate to the system’s 

strength. 
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Post Peak Recon Data, Satellite & Microwave Analysis 

Flight Level Data Analysis 

Post Lane’s peak at around 0600 UTC, recon still found strong, although weaker flight 

level winds at 740-790hPa, in the north and south portions of the eyewall. The flight level winds 

that will be presented below are from the Atlantic Oceanographic & Meteorological Laboratory’s 

Hurricane Research Division: 

 

Figure 20 & 21: Flight level winds during 0605 UTC in the north portion of the eyewall, and 

flight level winds during 0609 UTC in the south portion of the eyewall. 

 

At 060514 UTC in the north portion of the eyewall, recon recorded a maximum wind of 

73.5 meters per second, or 142.8kts. However, this is one second data. For winds to be countable 

as representative of a storm’s 1-min intensity, a 10 second average once again must be taken. 

Averaging the values in the dataset achieves a 10 second average of 72.6 meters per second, or 

141.1kts. Taking an average of the radar altitude values gets a mean height of 2268 meters. 

Using this height on the vertical wind profile gets a surface conversion of x0.97. Applying the 

conversion to the 141.1kt 10 second average gets a surface value of 136.9kts. Without 

considering anything outside of the flight level data and only vertical wind profile results, this 

would support a 135kt intensity around 2 hours after peak. 
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At 060951 UTC in the south portion of the eyewall, recon recorded a maximum wind of 

69.4 meters per second, or 134.9kts. However, once again this is one second data. Averaging the 

values in the dataset gets a 10 second average of 63.6 meters per second, or 123.6kts. Taking an 

average of the radar altitude values gets a mean height of 1778 meters. Using this height on the 

vertical wind profile gets a surface conversion of x0.95. Applying the conversion to the 123.6kt 

10 second average gets a surface value of 116.9kts. 

 

Something that immediately stands out about the flight level data, is how asymmetrical 

the wind field is, plotted below: 

 

Figure 22: Flight level wind plot shows how asymmetrical Lane’s wind field was. 

 

This asymmetry can partially be attributed to Lane’s movement speed and direction, as at 

0600 UTC, it was moving at 8kts due west. This movement speed would be enough to cause 

some wind field asymmetry, especially in a weakening system like Lane. 

 

Another issue that stands out is the data shown in the south section of the eyewall. It is 

extremely unstable, with winds jumping up and down several knots each second. The reason this 

occurred is due to extreme turbulence the aircraft experienced while in the south eyewall, shown 

on static aircraft pressure plotted below: 
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Figure 23: Static aircraft pressure plotted, showing turbulence in the south section of the 

eyewall. 

 

At around 0609 UTC, while recon experienced the unstable flight level readouts, the 

plane descended and ascended by 3hPa in less than a minute. This is a hallmark of extreme 

turbulence, along with the various other rapid descents and ascents recorded by the aircraft 

within this time span. This most likely affected the reliability of the anemometer that records 

flight level wind, and as a result caused the noisy and spiky data. This turbulence was also 

confirmed by crew onboard the aircraft, shown on the next page: 

 

 

Figures 24 & 25: Notes from the recon mission. 

 

In the southern eyewall, where these recordings were located, it was so turbulent that the 

plane consistently recorded 2.5+ Gs, and the pilots eventually had to abort as they could not find 

an area to penetrate that would not mess up data due to high turbulence. This further supports 

that the data could be off for the true intensity of the south section of the eyewall, as vibrations 
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from the extreme turbulence, also clear in data would cause issues. This will be referred to later 

in the analysis, with a further investigation into Lane’s wind symmetry. 

 

Similarly, to the peak analysis, the surface conversions and their 6.76% uncertainty range for 

each eyewall section will be plotted in a table below to conclude the flight level data analysis: 

Confidence Rates 

& 
Conversion Results 

“Low” 95% Initial 

Conversion 

“High” 95% 

North 

Section 

127.6kts 136.9kts 146.2kts 

South 

Section 

109.0kts 116.9kts 124.8kts 

Figure 26: A chart showing low- and high-end confidence rates for each recorded section of the 

eyewall, resulting from a less than optimal amount of datapoints. 

 

SFMR Data Analysis 

 

Post Lane’s peak around 0600 UTC, SFMR began to record extreme values far stronger 

than maximum flight level winds what they suggested at surface again, albeit slightly weaker this 

time. The data that will be displayed below is once again from the Atlantic Oceanic 

Meteorological Laboratory's Hurricane Reanalysis Division: 

 

 

Figure 27 & 28: SFMR winds during 0605 UTC in the north portion of the eyewall, and SFMR 

winds during 0608 UTC in the southern portion of the eyewall. 
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At 060529 UTC in the north section of the eyewall, SFMR estimated 149.3kt winds for 

one second, which still marks a clear discrepancy between flight level winds and their 

conversions, and SFMR winds. A 10 second average of the available data gets a 10 second wind 

of 148.4kts, which is still be remarkably higher than flight level winds and their conversions.  

 

Something that is noteworthy about the data, is that there seems to be almost no rain 

affecting it, with a maximum rain rate of 2.7 mm/hr. during the peak value, lowering the risk of 

direct contamination by higher rain rates. Without further inspection, these values would be 

considered accurate to Lane’s intensity. An additional note is that these readings seem similar to 

the readings found during peak mission, in the sense that extremely high SFMRs relative to flight 

level winds are recorded, with low rain rates that would make them seem accurate at first glance. 

 

At 060853 UTC in the east section of the eyewall, SFMR estimated 131.2kt winds for 

one second, which is still higher in comparison to the flight level winds recorded at the time. A 

10 second average of the available data gets a 10 second wind of 130.7kts. This data has a high 

rain rate at peak winds of 34.7 mm/hr. This rain rate is potentially enough to cause issues with 

the recorded data, thus making it less reliable without further review. SFMR compared to flight 

level winds are shown on the next page: 

 

 

Figure 29: Flight level winds plotted alongside SFMR winds. 
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Something that is easily noticeable is lack of wind symmetry once again, this time shown 

by both flight level winds and SFMR. However, this time, instead of it being entirely instrument 

error, it’s likely also caused the weakening system combined with motion vector and speed. 

 

Something else that can be inferred is that the rather extreme stadium effect shown by 

recon observations and data, is not as apparent, along with no observations being made on any 

VDMs talking about it. However, it is still visible on the data with the surface radius of 

maximum winds peaking before the flight level radius of maximum winds. It is also still 

apparent with the lower rain rates, as explained earlier in the analysis. 

 

Plotting SFMR with temperature brightness data and rain rates still reveals something 

more similar to what was recorded with the peak passes, shown on the next page: 

 

 

            

Figure 30: SFMR winds plotted with rain rates and temperature brightness signals. 

 

While there still is a relationship between spiking rain rates and temperature brightness 

when recon recorded 140kt+ SFMRs, it is admittedly not as obvious as before, as there are far 
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lower rain rates to affect temperature brightness values than at peak. However, it is 

recommended to still take these signals and their resultant wind estimates with caution, as it is 

still likely that it is inflated to a degree. After recon crossed the eye, there was a far more notable 

rain rate spike that was more closely correlated with temperature brightness signal spikes, which 

suggests there could have been some inflation there. However, as rain rate continues to spike, 

eventually temperature brightness signals almost hard cap along with wind estimates, which 

could once again be the algorithm accounting for potential inflation from rain. Regardless, the 

wind estimate resulting from the south quadrant is suspect taking into account what the plot is 

showing, along with some potential recording issues resulting from the extreme turbulence the 

aircraft went through.  

 

Research revealing a high bias in SFMR estimation above 120-130kts also still raises 

some more questions over if this data, especially the data recording around or above 150kts, is 

valid at all, and how much the algorithm accounted for the possible temperature brightness 

inflation from shear forcing. Shear forcing in this scenario is when a tropical cyclone gets 

powerful enough, around the same threshold that the bias seems to start occurring at (120-

130kts), the ocean surface does not exactly seem to get rougher, but actually smoother instead. 

However, what would occur in place is that more sea spray would be sheared off to achieve a 

smoother ocean surface. This could cause a bigger problem when it comes to SFMR, as the 

algorithm is heavily dependent on temperature brightness values that result from sea spray, and 

an inflation of such would inflate wind estimates past what they should be. Additionally, this 

shear forcing causing lower roughness would inherently cause lower friction, which as a result, 

the boundary layer would go down, as it is a function of lower-level friction, resulting in the 

lower boundary layer shown by dropsondes in the VWP section of the analysis. However, this is 

admittedly out of the scope of this section of the analysis. 

 

As a result of all aforementioned reasons, SFMR data from post peak Lane should also 

not be taken at face value, and should simply be used alongside other methods. 
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Dropsonde Analysis 

 

During Lane’s peak, there unfortunately were no useful eyewall dropsondes to aid in 

estimating intensity using WL150 or MBL500. However, during post peak, there was one 

reliable eyewall dropsonde that was also dropped during a flight level maximum in the north 

section of the eyewall. The dropsonde and its gusts, WL150 and MBL500 is shown on the next 

page: 

 

 

 

Figure 31 & 32: Dropsonde gusts, MBL500 and WL150 shown above 
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The dropsonde’s MBL500 will be multiplied by x0.8 due to research (Franklin et al. 2002) 

revealing a mean 10-meter wind to meal boundary layer wind ratio of 0.8. Multiplying the 149kt 

MBL500 by x0.8 gets a surface wind of 119.2kts. However, with the MBL500 comes problems. 

This conversion is admittedly conservative since not many tropical cyclones have a 500 GPM tall 

boundary level. This allows for such data to be affected by non-boundary level winds, deflating 

the values achieved from the average. The MBL conversion also has a weakness in which it treats 

every storm alike. The conversion assumes that all storms will have the same conversion of x0.8 

when that is likely not the case. The multiplier can be altered, but unfortunately there is not enough 

eyewall dropsondes like this accurate to the storm’s intensity to determine a new MBL500 

multiplier from. 

 

The dropsonde’s WL150 will be multiplied by a x0.85 multiplier derived from an average 

of its lowest 150-meter heights of 147 meters and –3 meters, then locating the average on the fit 

below: 

 

Figure 33: Height to SFC wind reduction factor chart used to achieve the multiplier for WL150 

 

Multiplying the 152kt by x0.85 yields a surface wind of 129.2kts. This seems like it 

would be accurate. However, there are further issues with a device like dropsondes with 

detecting surface winds accurate to a storm’s intensity. Dropsondes do not sample in a swath, but 
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only sample what gusts they are impacted by. As a result, under sampling is a larger issue than 

what it seems at first glance. Furthermore, another reason for the dropsonde likely not being 

extremely accurate, is that Lane still had a stadium effect at that point. The dropsonde could have 

easily fallen out of the radius of maximum winds, as dropsondes are not able to be dropped in a 

way where it can sample extreme stadium effects perfectly. As a result of it probably not getting 

the surface radius of maximum winds, a larger range of uncertainty can also be applied, and this 

will be taken into account later in the analysis 

 

 

Aside from the eyewall dropsonde, there was a dropsonde dropped in the eye of Lane to 

estimate its central pressure. The dropsonde recorded a pressure of 932hPa at surface. 

Furthermore, the 932hPa pressure was accompanied by an 8kt gust. An 8kt gust would signify 

that this was very close to the exact center of the cyclone, and as a result, the pressure needs no 

adjustment. The dropsonde is shown below: 

 

 Figure 34: The dropsonde that measured a 932hPa pressure 

 

Recon Radar & Recon Data 

 

Recon velocity radar data can still help make sense of the recon data previously analyzed. 

The velocity radar image at 2500 meters (around the height recon flew at) is shown on the next 

page: 
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Figure 35: Velocity radar map of Lane at 2500 meters 

 

The radar data coincidentally shows the same thing as flight level winds and SFMR, wind 

asymmetry. This would help verify the weaker winds in the south portion of the eyewall than 

north portion of the eyewall resulting from movement speed, vector, and the storm weakening as 

well. Overall, this velocity radar data would help prove that the asymmetry was not mainly a 

result of turbulence or anything else that would cause recording issues. 

 

Comparing Satellite Imagery 

 

One thing that can be used to estimate Lane’s peak intensity outside of purely recon 

methods, is backward extrapolation of intensity from a recon observed time like 0600 UTC, to 

0300 UTC. The results of this section are automatically bound to some error as it is not as 

conclusive. However, it can still server as a valid backing point for estimating peak intensity. 

Two images of Lane at peak, then post peak will be shown on the next page: 
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Figure 35 & 36: In order, images of Lane at peak and post peak 

 

In the images above, a difference that would deem post peak slightly weaker than peak, is 

a cooling eye. As systems maintain their intensity or strengthen maybe, their eye does not cool. 

This is due to the fact that strong convective bursts resulting from the maintaining or 
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strengthening are allowing for subsidence from the bursts to maintain the dry central column, or 

keep drying it. As a system weakens and begins to collapse, convection would not fare well at 

keeping the central column dry. As the storm weakens, updraft should presumably weaken as 

well, which is what allows for tropical cyclones to get their significant convection anyways. 

Regardless, if Lane’s eye has cooled and gotten moister, it is likely that it weakened from its 

previous state. 

 

Another thing that would deem it weaker, is the lack of a more united lift evident in the 

images. In the first image at peak, while Lane struggled to lift the west side of the CDO due to 

westerly shear, it is still evident that the CDO had far less variance in temperature, which would 

be typical of an intense tropical cyclone, since as they mature, they enter a mode where 

convection evolves from a more super rotational convective burst pattern to a fuller, smooth 

pattern. Lane begins to lack that at 0600 UTC in the eastern part of the CDO, in the south, where 

a part of the CDO is visibly cooler than the rest, signaling a more uneven lift and that it has 

likely weakened. It can also be inferred that it lost neutral buoyancy, as it showed that during 

peak. Neutral buoyancy is when a tropical cyclone’s CDO temp doesn’t seem to vary much, if at 

all, and is usually the hallmark of intense, stable tropical cyclones. 

 

A slight expansion to the east is also visible, which along with all other structural signs 

elaborated on previously, could indicate the start of an eyewall replacement cycle, which would 

weaken a tropical cyclone as the pressure gradient broadens, inner eyewall dissipates, and larger 

outer eyewall takes over. 

 

Finally, the storm’s stadium effect is more oblong compared to its previous symmetrical 

and well-defined state. This would also indicate lack of convective organization, which is typical 

of a weakening tropical cyclone. Overall, from all of the aforementioned circumstances, it is fair 

to assume that Lane weakened ~5kts from its peak intensity, which will be fully defined later in 

the analysis. 
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Conclusion 

 

Lane’s post peak intensity will be calculated in a way that’s similar to that of the peak 

intensity. The vertical wind profile is still more certain than the WL150 and SFMRs from 

analysis of their sections, so as a result it will be double weighted in the geometric mean 

calculation and neither the WL150 or SFMR will be weighted over one another. The calculation 

will be shown below: 

 

Figure 37: The double weighted surface winds from flight level conversions, converted WL150, 

and peak 10 second average of SFMR winds in a geometric mean equation. 

 

The results of this calculation yield a 137.7kt mean, which rounds best to 140kts. As a 

result, 140kts along with the pressure of 932hPa from earlier will be the derived intensity for 

0600 UTC, and this would help prove peak intensity, as the author inferred ~5kts of weakening 

from that point based on satellite trends. 
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Final Estimate 

 

Based on a more holistic approach of all evidence pertaining to what Lane’s intensity 

could be, the author has concluded a 145kt/926hPa intensity at Lane’s peak around 0400 UTC. 

Due to some uncertainty still existing as a result of the large disagreements between objective 

measurements, the author has also adopted the standard reconnaissance range of uncertainty, 

which is +/- 5kts.  
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